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1  Product Information

Trade Name

                 MULTIMASTIC, Bitumen and Fibre Based Gap Filling Trowel


                                                        Grade Mastic
Manufacturer/Supplier


Multiroof Building Products,

Stansfield Mill, Calderbrook Road,

Littleborough, Rochdale. OL15 9NP

Telephone Number


01706 838481 

Fax Number



01706838480

email:- sales@multiroof.co.uk
Emergency Telephone Number

01706 838481
2  Composition/Information On Components
Product Type



 Preparation

	Product Description

White Spirit  <50%

Xylene, mixed isomers ( o,m,p) < 1.5%

Mesitylene < 0.5%

Propylbenzene <0.5%

Ethylbenzene

Bitumen       >50%
	The product is a solution of bitumen , fibres and fillers  in solvent. Classification :-  F;R10, ,Xn;R65;R66;N;R51/53

The classified solvent used is:-   

EINECS 265-185-4    CAS No. 64742-82-1   Symbols Xn, N. R-phrases.  R-10, 38.65,67,51/53

 CAS No. 1330-20-7  ST exposure 15 min 442(100) mg/m3 (ppm) (sk)

LT Exp 8 Hrs 221

 EINECS 203-604-4    CAS No. 108-67-8    Symbols Xi, N. R-phrases.  R-10, 37,51/53

EINECS 203-132-9   CAS No. 103-65-1    Symbols Xn, N. R-phrases.  R-10, 37,51/53, 65

EINECS 202-849-4   CAS No. 100-41-4    Symbols Xn, F. R-phrases.  R-11, 20

EINECS number  232-490-9     CAS NO  8052-42-4        


3  Hazard Identification
Main Hazards



Flammable liquid.  Toxic to aquatic organisms

Liquid and vapour are classified harmful to health.  

Avoid direct skin contact.  Harmful: may cause lung damage

Vapours at high concentrations may cause dizziness, headache, nausea, and/or irritation.

Prolonged and repeated skin contact may cause irreversible effects.

Inhalation may cause irritation.

Contact with eyes can result in smarting and irritation.

4  First Aid Measures
General Advice



Good standards of industrial hygiene are recommended.

Inhalation



Remove to fresh air, keep warm and at rest.  Obtain medical assistance.

Skin Contact



Use proprietary skin cleanser to remove contamination.  Wash thoroughly with soap and water.

Do Not Use Solvents.
Eye Contact



Flush thoroughly with copious quantities of water.  Seek medical assistance.

Ingestion




Do Not Induce Vomiting.  Seek medical attention.

Medical Information
Where aspiration into lungs is suspected due to involuntary vomiting, seek immediate medical advice.

5  Fire Fighting Methods
Extinguishing Media


In case of fire use foam, dry powder or carbon dioxide (CO²).

Unsuitable Extinguishing Media

Do Not Use Water
Special Hazards
Take precautionary measures against static discharge if pumping/handling large (e.g. tanker) quantities.

Special Protective Equipment
Self-contained breathing apparatus and full body protective clothing should be used especially in confined areas.
Note:
(1)  All hydrocarbons produce carbon oxides on combustion.

(2)  Product spilled onto clothing may give rise to delayed evaporation of solvent 

                                                                                                        and subsequent fire hazard

6  Accidental Release Measures

Personal Precautions


Wear protective clothing, eye and hand protection (P.V.C. gloves).

Ensure adequate ventilation when cleaning operations are in progress - use breathing apparatus when necessary.

Environmental Precautions
Prevent entry into drains and watercourses.  Immediately contain any spillages using inert absorbent material or soil.

Clean-Up Methods
Recover all waste material and dispose to local licensed tip according to local authority waste regulations.

Additional Advice
Report any passage to drains or watercourses immediately to the appropriate local water authority.

7  Handling And Storage

Handling




Use only in well-ventilated areas.

Avoid breathing in vapours as much as possible.

Use gloves as recommended.

Handle large containers with care according to good manual handling practices.

Prolonged or repeated contact may lead to irreversible effects.

Storage




Store in a cool, dry area, away from sources of ignition.

When not in use keep containers tightly sealed.

Examine condition of containers regularly.

Suitable Packaging



8  Exposure Controls/Personal Protection

	
	

	Bitumen
(Asphalt, petroleum fumes)
Ethylbenzene
Xylene
(Xylene, o-,m-,-p-or mixed isomers
	WEL 8-hr limit ppm: -                    WEL 8-hr limit mg/m3: 5

WEL 15 min limit ppm: -                WEL 15 min limit mg/m3: 10
 WEL 8-hr limit ppm: 100              WEL 8-hr limit mg/m3: 441
 WEL 15 min limit ppm: 125          WEL 15 min limit mg/m3: 552
WEL 8-hr limit ppm: 50                 WEL 8-hr limit mg/m3: 220
WEL 15 min limit ppm: 100           WEL 15 min limit mg/m3: 441


	
	


Engineering Control Measures 

Ventilate confined areas when in use.

Wear protective clothing if contact is likely.

General Protection And Hygiene Measures
Good industrial hygiene practices are adequate to prevent skin contact.

Occupational exposure controls
Keep away from food, drink and animal feedstuffs. Wash all contaminated clothing before reuse. Wash hands after handling the product.
Respiratory  Protection


Wear appropriate equipment if working in confined space.

Hand Protection



Use P.V.C. gloves.

Eye Protection



Use of goggles is recommended.

8  Exposure Controls/Personal Protection ( Continued )
Additional Information


Wear chemical protective clothing, apply a barrier cream before handling
9  Physical And Chemical Properties

Physical State



Liquid

Colour




Black

Odour




Petroleum Spirit

S.G.




0.98 ± 0.05

VOC ( Volatile organic compounds )

max 600 g/l

White Spirit                       

Flash Point



38°C min.                          

Upper Explosion Limit


8.0% Vol.                          

Lower Explosion Limit


0.6% Vol.                          .

Solubility (Water)



Insoluble                            Insoluble

Flammability



Flammable                         Flammable

Auto-Ignition Temperature


230°C                                465°C

Vapour Density (Air = 1) @ 20°C

5.5g/L                                3.66g/L

Vapour Pressure @ 20°C


0.44 kPa                           0.93 kPa

10  Stability And Reactivity
Conditions To Avoid


Protect from heat and sources of ignition.
Materials To Avoid



Oxidising agents, strong acids, alkalis, halogens.

Hazardous Decomposition Products

Decomposition products of combustion are toxic oxides of carbon.

Stability




Stable under normal conditions

11  Toxicological Information

Ingestion
If ingested may cause sore throat, abdominal paint, diarrhoea, vomiting and systemic effects (low toxicity moderate irritant).  

Oral Rat LD50 = >5000 mg/kg
Skin Contact



Prolonged contact can lead to irritation and possible irreversible effects. 

Dermal Rat LD50 = >3160 mg/kg
Inhalation



Vapours may cause drowsiness and dizziness.





Harmful: may cause lung damage if swallowed.
Eye Effects



Can cause irritation.

12  Ecological Information
Persistence And Degradation

Toxic  to aquatic organisms, may cause long-term adverse effects in the aquatic environment.
Mobility And Bio-Accumulation Potential
Insoluble in water.

13  Disposal Considerations
Recommendations On Product Disposal
Any material recovered after spillage should be disposed of at a licensed tip and in accordance with local authority and national waste disposal regulations.

14  Transport Information
UN No.




1263


Description



Paint Related Material

Class




3

Item No.




3, 32°(C)

Symbol




"Flammable Liquid" Diamond, Marine Pollutant Label (sea borne shipments only)

Packaging Group



l l l
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ADR Class



3





IMCO & ICAO Hazard Class


3, 3

IATA Class



3

RID Hazard Class



3, 32°(C)

15  Regulatory Information
Packaging Labelling Symbol
EEC Symbol: Xn Harmful

N: Dangerous for the environment ( Use appropriate Dead tree and fish symbol)






Contains Bitumen and solvent blend and white spirit
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Risk Phrases



R10

Flammable




. 
R20/21

Harmful by inhalation and in contact with skin.
R36/37/38
Irritating to eyes, respiratory system and skin
R40

Limited evidence of carcinogenic effects

R51/53
Toxic to aquatic organisms, may cause long term effects in the aquatic environment

R65

Harmful, may cause lung damage if swallowed

R66

Repeated exposure may cause skin dryness or cracking

R67

Vapours may cause drowsiness and dizziness

Safety Phrases



S2

Keep out of reach of children

S7/9                         Keep container tightly closed in a well ventilated place.  

S16                          Keep away from sources of ignition.  No Smoking.

S23

Do not breathe vapour

S29/56
Do not empty into drains, dispose of this material and its container to      hazardous or special waste collection point

S62
If swallowed, do not induce vomiting: seek medical advice immediately and show this container or label.


S36/37/39
Wear suitable protective clothing, gloves and eye/face protection

S38

In case of insufficient ventilation, wear suitable respiratory equipment

S43                         
In case of fire use dry powder, foam or carbon dioxide (CO²).  NEVER water.

S46

If swallowed seek medical advice immediately and show this container label

16  Other Information








This issue replaces all issues dated prior to March  2011

17  Appendix
-

18  Exclusion Of Liability
Legal Disclaimer
The information contained in this data sheet is accurate to the best of Multiroof Building Products knowledge. It applies only to the products designated and supplied by Multiroof Building Products. The customer is strongly advised to observe and ensure that it's employees and customers observe all directions contained herein, however Multiroof Building Products does not accept any liability  whatsoever (other than liability in respect of matters referred to in Section 2 Unfair Contract Terms Act 1977 and in Section 7 Consumer Protection Act 1987) arising out of the use of information or the use adaptation or processing of the products designated therein.
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