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Overhead Door Closer Fixed Size 3 
Overhead Door Closer Adjustable Size 2-4 Template 
Overhead Door Closer Variable Power Size 2-4
Overhead Door Closer Variable Power Size 2-5
Overhead Door Closer Variable Power Size 2-6 
High Efficiency Surface Mount Closer Fixed size 3 (36mm)
High Efficiency Surface Mount Closer Power Size 2-4
High Efficiency Surface Mount Closer Power Size 2-4 (36mm)

Item Decription Certifire 
Reference

FD60 
Timber Door 

FD30 
Timber Door  

FD120 
Timber Door 

FD120/240 
Steel Door 

Unless specifi cally stated in the manufacturers installation instructions 
for the lock/latch, all morticing should be central to the door edge.

The mortice must always be aligned horizontally and vertically in order 
for all relevant components to operate as intended. Misalignment of 
any single component can lead to the breakdown of complete door set 
operation.

Using a pencil, mark the door edge for the height and width of the 
mortice, and also for the forend. Use these markings as your visual 
guide to ensure you cut the mortice to the correct dimensions.

On either face of the door, mark any required hole centres for follower, 
cylinder/keyway and accessory bolt through fi xings. Any mortice should 
be cut out as smoothly as possible and any shavings or swarf must be 
cleaned out prior to installing the product.

Where additional holes are required through the door face, these must 
be done without anything in the mortice, again removing any shavings 
or swarf.

It is recommended to pilot all fi xing screw locations prior to fi nal fi tting 
to prevent excess strain on the fi xings. Paul's Door Prep Stuff
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Mortice Preparation for Locks
No Intumescent Protection Requirements for Surface Mount Door Closers on Fire Doors      

DCF2003 & DCT2024 have successfully passed EN1634-1 testing for Steel Doors FD120 & FD240 but still to be added to CF646 
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